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Safety Instruction

1  Installation Instructions

1.1  Product specificati ons 
under the proper position of the platen 

Ɨ.(direct drive servo motor Ƙand control boxƙhas been fixed on the sewing machine headƚ). 
Then the two ends of the pedal connecting rodƛ are connected with the pedalsƖ and the 
bottom pedalƜ. 
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No Appearance Description 
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LCD 
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Mode Parameter  Default Rang Comment 
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Mode Parameter  Default Rang Comment 

2 Square root Responding speed is fast, fast start after 

slow  

 

 

 

 

3 4 90 0 ~1024 
Pedal trimming position set, See 5-1. the value is not higher 

than the parameter [35]  

3 5 300 0 ~1024 
Press foot lifting, See 5-1. 

the value is between[34]and[36].  
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Mode Parameter  Default Rang Comment 

4 3 0 0 1 2
3 

Special Running Mode setup̔ 

0̔operator select 

1̔
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Mode Parameter  Default Rang Comment 

5 5 0 0~4 

Trimming counting mode selection: 

0: no counting 

1: Counting up according to stitch number, after reaching set value 

then restart. 

2: Counting down according to stitch number, after reaching set 

value then restart. 

3: Counting up according to stitch number, after reaching set value, 

then motor should stop automatically, recounting should be restart 

by S4 [152.INI] =CRS or the button A on operation panel. 

4: Counting down according to stitch number, after reaching set 

value, motor should stop automatically, recounting should be restart 

by S4 [152.INI] =CRS or the button A on operation panel. 

61 0 0 1 2 

Translating Parameter 

0̔no action 



 

1� ������NI���E ���� NI3.3  Administrator mode Administrator mode is used for functions such as sewing machine head solenoid adjustment. 3.3.1 How to entre administrator mode Step 1
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