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Safety Instruction 

JACK2000B Instruction Manual 
 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

1  Installation Instructions 
1.1  Product specifications 

Product Type:JACK200B; maximum motor speed: 5000 r / min; Supply Voltage: AC 220 ± 44 
V; Power frequency: 50Hz/60Hz; Maximum output power: 550W; maximum motor torque: 3Nm. 

1.2  Pedal installation 
     First, With self-tapping screws fastening the pedalsƖunder the proper position of the platen 



 2  Ὥ 16  



 3  Ὥ 16  

̔All power lines, signal lines, ground lines, wiring not to be pressed into other 
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No Appearance Description 

10 
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 keys and  keys to choice the need to modify number of segment, use  keys 

and  
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Mode Parameter  
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Mode Parameter  Default Rang Comment 

4 2 0 0 1 

Back to sewing by hand when the function mode selection: 

0
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Mode 
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3.3  Administrator mode 
Administrator mode is used for functions such as sewing machine head solenoid adjustment. 
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3.4  Monitor mode 
3.4.1 How to enter monitor mode 

During HMI idle, Press key, then press key, entry monitor mode. Use    keys and 

 keys to switch to watch the parameters. About the monitor parameter, please refer the sheet 4, 

HMI will back to idle if no wheel or no press the key in regulates time.  
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