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power on. 

5. 
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Fig.1 Control Box         

AHD50 Series controller provides the follow type of operation 
panel (see Fig.2). 

 
Fig.2 Panel 

Please check whether the components listed on the packing 
list are all included. Please contact supplier for compensation in 
case of missing parts. (Packing list is inside the package box). 

1.3 Functions & Specification 

Function and specification of AHD50 series Digital AC Servo 
System (see table 1). 
 
 

Table1: 
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Controller Type AHD50 
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Fig.10 

When the pedal is gently depressed from the neutral position  to ①

position , low②
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Fig.11 

Caution: 
Please check if all connectors match or3( )]T0 -31180450 TD
0.2003cTD
0.1942 Tw
not, pins are found right definiauti or3not. (.)22.8 
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3 Operation Instructions 

3.1 Operation Panel Instruction 

¸ Panel Display Instruction 
AHD50 series digital AC servo system, implement its various 

functions and technical parame
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¸ Technician Mode 

In this mode, technical parameters corresponding to various 

functions can be adjusted or reset according to practical needs so 

that the system may run in the best condition. Parameters setting 
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P12 as 1to9 and then slow start setting is ok. 

¸ Administrator Mode 
In this mode, various solenoid parameters set can be 

regulated according to the practica
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P52 
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lightened, other icons are not, which indicates normal sewing 
mode has been selected, it is ready just step the pedal for 
operation. 

¸ Simple Sewing 

Under administrator mode, set P46=1, it means to change 
the operator mode to simple sewing mode. 

Under simple sewing mode, the 
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lightens, other icons is not displayed, which indicates 
one-segment stitch mode has been selected.  

Step 2: Change the corresponding parameters (E value) by 

using and
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¹ Dou( ).1(ble( ).1( End back8 )]TJ
/TT8 1 T14.3543
2 0 TD
0cTD
0 Tw
<037b>Tj
/TT6 1 T-27.9 39 -311857 0 TD
-0.0.25 Tc-0.2784 Tw
t)8.8(a)311(cking: Reduce the valu)-4.3(e of P86). 8 )]Tf
9 0 0 24742.970660.4003 TD
0cTD
0 T(A) �{ �{�{



                                            

· 29 · 

stitch loci are appeared abnormally in W type sewing, please 
correct the parameter value of P14 and P15. 

¸ Parameter Monitoring 

Under operator mode, press key and key to enter monitor 

mode. Change the monitoring parameters by the third  

and











 

· 34 · 

Special Remind: If the follow abnormalities happen to the 




